MONUMENT LOCATIONS TO BE LOCATED PER PLAN

26" SQUARE PRECAST CAP STONE
BRICK TO BE LAKEWOOD BRICK "RED GRAIN" OR APPROVED EQUAL.
FINAL BRICK SELECTION MUST BE APPROVED BY THE CITY IN WRITING
BEFORE INSTALLATION.

11 COURSES OF STANDARD BRICK WITH MORTAR
PRECAST ART PANEL TO BE RECESSED 1/2". (SEE DETAIL AT RIGHT)

COMPACT SUBGRADE TO 95% OF MAXIMUM DENSITY
IN ACCORDANCE WITH AASHTO T-99

2' DIA DRILLED CAISSON
WITH 2'-4" SQUARE PAD AT SURFACE

ELEVATION

MORTAR NOTCH (ALL SIDES)

PRECAST ART PANEL

FOUNDATION PLAN VIEW

1. DIMENSIONS DO NOT INCLUDE MORTAR.
2. PRECAST CONCRETE PANEL TO FIT BETWEEN STANDARD BRICKS & BRICK COURSES.
3. FORM LINER(S) FOR ART PANEL TO BE PROVIDED BY CITY.
4. ART PANEL TO FACE STREET

BRICK MONUMENT DETAIL